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Quality Training Construction Standards 
Quality Standards refers to minimal acceptable measures for ensuring quality training in 
construction. 

 
Applied Measurement Standards 
1. Measure using tape or rule with +/- 1/8” of specifications. 
2. Use builder’s level or transit to determine site layout. 
3. Use builder’s level or transit to determine building elevations. 
4. Determine approximate distance by pacing. 
5. Use framing square to determine dimensions for roof framing. 
6. Use tape measure, builder’s level and transit to verify angular relationship of structural 
components of building. 
7. Use tape measure and other measurement tools to verify that dimensions of features 
conform to plan specifications or manufacturer’s tolerances. 
8. Visually perceive geometric relationships of building elements. 
9. Determine data needed to solve measurement problems. 

 
 

Applied Math Standards 
1. Convert measures from feet/inches to decimals and vice versa. 
2. Convert oral information into math forms and vice versa. 
3. Solve construction problems using whole numbers and fractions. 
4. Solve problems using fractions, decimals, ratios and percentages. 
5. Solve problems using conventional construction symbols. 
6. Calculate necessary dimensions from blueprints. 
7. Estimate the results of basic arithmetic functions and accurately round estimate using 
appropriate rule. 
8. Apply simple equations for volume, square foot, cubic foot, etc. 
9. Check and lay out right angle using 3/4/5 rule. 
10. Solve problems using proportions of ingredients for mixes, etc. 

 
 

Applied Communications Standards 
1. Read and apply MSDS and other safety information. 
2. Listen and follow verbal directions for work activity. 
3. Give accurate verbal directions for work activity. 
4. Lay out framing and other building materials from blueprints. 
5. Read and apply manufacturers’ specs for equipment and materials. 
6. Understand and interpret hand signals for rigging and lifts. 
7. Follow standard work procedures for job site safety. 
8. Know how to treat effects of hazardous materials exposures on job site. 
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Applied Materials Standards 
1. Understand impact of moisture in wood products. 
2. Identify proper construction products from blueprint or specs. 
3. Apply wood and building products appropriately. 
4. Understand impact of temp and humidity on building products. 
5. Understand plywood product standards & trademarks. 
6. Understand softwood and hardwood grading systems. 
7. Select and apply proper fasteners in construction. 
8. Select and apply proper glues and sealants in construction. 
9. Perform required test of materials (slump, compression strength) to maintain product 
standards during construction. 

 
Framing Standards – Wood & Metal 
1. Lay out ± 1/16" of plans or specification 
2. Cutting ± 1/8" of plans or specification 
3. Location of features ± 1/8" of specifications 
4. Level ± 1/4" in eight (8) linear feet 
5. Plumb ± 1/4" in eight (8) linear feet 
6. Foundation square ± 1/2" for every 50' linear feet corner to corner diagonal 
measurement 
7. Framing wall square ± 1/8" for every 10' linear feet of diagonal measurement 
8. Straight ± 1/4" maximum curve or bow for every 10 linear feet of material 
9. Squareness of opening ± 1/8" as pulled across diagonal 
10. Meets applicable code specifications 

 
Interior Trim Standards 
1. Lay out ± 1/16" of plans or specification 
2. Cutting ± 1/16" of plans or specification 
3. Location of features ± 1/8" of specifications 
4. Level ± 1/8" in eight (8) linear feet 
5. Plumb ± 1/8" in eight (8) linear feet 
6. Features true to ± 1/8" of adjacent structure 
7. Squareness of feature ± 1/8" as pulled across diagonal 
8. Meets applicable code specifications 
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Exterior Trim Standards 
1. Lay out ± 1/8" of plans or specification 
2. Cutting ± 1/8" of plans or specification 
3. Location of features ± 1/8" of specifications 
4. Level ± 1/8" in eight (8) linear feet 
5. Plumb ± 1/8" in eight (8) linear feet 
6. Features true to ± 1/8" of adjacent structure 
7. Squareness of feature ± 1/8" as pulled across diagonal 
8. Meets applicable specifications 

 
 

Siding Standards 
1. Lay out ± 1/8" of plans or specification 
2. Cutting ± 1/8" of plans or specification 
3. Location of features ± 1/8" of specifications 
4. Level ± 1/8" in eight (8) linear feet 
5. Plumb ± 1/8" in eight (8) linear feet 
6. Features true to ± 1/8" of adjacent structure 
7. Squareness of feature ± 1/8" as pulled across diagonal 
8. Meets applicable specifications 

 
 

Concrete Forms Standards 
1. Lay out ± 1/4" of plans or specification 
2. Cutting ± 1/4" of plans or specification 
3. Foundation square ± 1/2" for every 50' linear feet corner to corner diagonal 
measurement 
4. Location of features ± 1/4" of specifications 
5. Straight ± 1/4" maximum curve or bow for every 10 linear feet of material 
6. Level ± 1/4" in eight (8) linear feet 
7. Plumb ± 1/4" in eight (8) linear feet 
8. Meets applicable specifications 

 
 

Drywall Standards 
1. Lay out ± 1/8" of plans or specification 
2. Cutting ± 1/4" of plans or specification 
3. Level ± 1/4" in eight (8) linear feet 
4. Plumb ± 1/4" in eight (8) linear feet 
5. Meets applicable specifications 
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Roofing Standards 
1. Follows manufacturers’ instructions 
2. Meets applicable specifications 

 
 

Insulation Standards 
1. Follows manufacturers’ instructions 
2. Meets applicable specifications 

 
 

Stairs Standards 
1. Lay out ± 1/16" of plans or specification 
2. Cutting ± 1/16" of plans or specification 
3. Location of features ± 1/8" of specifications 
4. Level ± 1/8" in eight (8) linear feet 
5. Plumb ± 1/8" in eight (8) linear feet 
6. Features true to ± 1/8" of adjacent structure 
7. Meets applicable specifications 

 
 

Cabinets & Counters Standards 
1. Lay out ± 1/16" of plans or specification 
2. Cutting ± 1/16" of plans or specification 
3. Location of features ± 1/16" of specifications 
4. Level ± 1/8" in eight (8) linear feet 
5. Plumb ± 1/8" in eight (8) linear feet 
6. Features true to ± 1/16" of adjacent structure 
7. Meets applicable specifications 
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Name: Date: 

DIRECTIONS:  Install a piece of ½” sheetrock to the wall assigned to you by the 
instructor.  Use both drywall screws and drywall nails to fasten the drywall according to 
IRC 2009 code.  Finish the drywall by applying compound over the nail/screw heads and 
finish the seams with drywall tape and compound. 
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Task # 1103 Layout, install and finish drywall.



Name: Date: 

DIRECTIONS:  Using the ceiling assigned to you by your instructor, layout and install a 
suspended ceiling 6” below the ceiling joists. The finished ceiling should include: Wall 
angle, main runner, cross ts and ceiling tile. After the instructor grades the suspended 
ceiling, remove the ceiling and then layout and install a tiled ceiling over ¾” furring 
strips applied to the ceiling joists. 
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Task # 1104 Layout and install suspended and tile ceilings.



Name: Date: 

DIRECTIONS: Given the rough door opening by you instructor, install an interior pre- 
hung door unit in the opening. 
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Task # 1105 Layout and install interior doors.



Name: Date: 

DIRECTIONS:  Using the interior door installed in Task # 1105, install the trim, casings 
and hardware on the door to finish it to industry standards. 
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Task # 1106 Layout and install door trim, casings and hardware.



Name: Date: 

DIRECTIONS:  Using the window area assigned by your instructor, install the trim and 
hardware associated with finishing a window to industry standards. 
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Task #  1107 Layout and install window trim, casings and hardware.



Name: Date: 

DIRECTIONS:  Using the room assigned to you by the instructor, install all mouldings 
and baseboard necessary to finish the room. The baseboard should be left 3/8” off the 
subfloor. 
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Task # 1108 Layout and install baseboard and molding.



Name: Date: Start 

DIRECTIONS:  Using the floor area given by the instructor, install the following types of 
finished flooring: 

Hardwood 

VCT 
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Task # 1109 Layout and install flooring materials. 



Name: Date: 

DIRECTIONS:  Using site built stair carriages, install the stairs including finished 
treads and risers. 
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Task #  1110 Layout and install interior stair systems



Name: Date: 

DIRECTIONS:  Using the wall section assigned install fiberglass blanket/batt 
insulation to code.  Using the exterior sheathed wall assigned, install rigid 
insulation to code.
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Task #  1111 Install various types of insulation.
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